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This specification is referred to the 2.50mm series wire to board connector
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[1.;EZHHEE Scopel
RIS 035 2.50mm Pitch 8821 Series 4 3% #% Hik% Ui B,
This Specification Covers the 2.50mm Pitch 8821 Series Connector Specification.
[2.3#% 585 Spec and Part number]
g WA 7S 7= i B
Specification Production No. Picture of Product
\ _ 8821T-XSNB
Uity ¥~/ Terminal NONE
8821T-XSN
Jie 7 /Housing 8821H-XX-XX NONE
£ BE/Wafer 882 1WV-XXX-XXXX NONE
882 1WR-XXX-XXXX
[3.4Fi 5% H 4 Disposal of Material and surface]
w2 7 B EJip s
Specification Materials Disposal of Surface
» . f#4#/Phosphor Bronze Tin Plated: Over 40p” .Nickel: Over 10p” .
uti F/Terminal ) ” ’ NG
4/ Brass Over Tin 70p” Plated ; Over 304" Nickel
& 5% /Housing PA66 UL 94V-0
Base PA66 UL 94V-0
%t i/ Wafer
PIN #54/Brass Over Tin 70u” Plated ; Over 30u” Nickel
(_ERS%0E LR B N/ Please Refer to the Project drawing for the above Specification)
[4. HiE%%: Ratings and applicable wires]
M H [Item] 1 ¥ [Standard]
72 FiL I Rated Voltage (Max.) 250V
[AC/DC]
i5E L Rated Current (Max.) 3A
1 FF76. £ 5 Bl Ambient temperature Range -25°C ~+85°C
18 1 £:4% Applicable wire insulation 0.D 22 AWG ~26 AWG Insulation O.D. 1.90mm(Max.)

[ *FHER 4% 7. Including terminal temperature rise. ]
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[5.f48¢ PERFORMANCE]
5-1. #H5 K488 Electrical Performance.
m H % f # ¥
[Item] [ Test Condition] [Requirement]
ABEA, JFBCEE 20mV BUR, A 10mA fllliE 3 A~B X
Mate connectors, measure by dry circuit, 20mV MAX, 10mA.
(Based upon EIA-364-06A).
Initial:
£ LIER N -
10 milliohms Max.
5-1-1 Contact
) After Test:
Resistance - Header N
j: ; Contact  sing 20 milliohms Max.
Wire
¢ 50mm »
AN BERCG AR AR AR 5 ¥, 5 H R 2 8], 5 500V 1) B E, A
%2 [HPT M EEFERS.
5-1-2 Insulation Mate connectors, apply 500V DC between adjacent terminal or 1000 Megohms Min.
Resistance ground.
(Based upon EIA-364-21B / MIL-STD-202 Method 302 Cond.B)
O BERCG A AR AR 55, 3 5 1 v 2 18], 5 A 1000V (A2 AR 1
fii B Gy Ao DR R AN B W S AR O
5-1-3 Dielectric Mate connectors, apply 1000V AC for 1 minute between No Breakdown
Strength adjacent terminal or ground. and Flashover
(Based upon EIA-364-20A / MIL-STD-202 Method 301)
BRI i T i B
; Contace | PRI FEHORIE 20mV DL i 10mA KB
7t
5-1-4 . Crimp the applicable wire on to the terminal measure by dry| 10 milliohms Max.
resistance on
. . circuit 20mV MAX, 10mA.
crimped portion
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5-2. ik Mechanical Performance.
m A % 14 M ¥
[Item] [Test Condition] [Requirement]

PAAE44E 25.413mm [ R I AFIH .
Insert and withdraw Connectors at the speed rate of]
25.4+3mm/minute.

5-2-2

Housing 77
Retention Force J_I:IlI é .
N

Housing

521 4K 77 Insertion ZHREE 6 1
& withdraw Force He?ier Ho/t;lsmg Wire Refer to paragraph 6
= =] /
. |F—
-
LAE4) 25.4+3mm )38 26, 45 3 7 A Housing P4 %l i) $4
HE .
Apply axial pull out force at the speed rate of
" 25.4+3mm/minute on the terminal assembled in the
Uity R4 71 ] /
. housing.
Terminal/

19.6N {2.0kgf} Min.

D TR AN
5-2-3 | Terminal Insertion

B2k 5 2 v 74 N\ Housing FT i f K 71 &
Insert the crimped terminal into the housing.

14.7N {1.5kgf} Max.

Force
PA%ES3 25.4E£3mm 12,4 PIN £+ A\ Wafer P fili a1 4k
RENiipaN- o
Apply axial push force at the speed rate of
25.4+3mm/minute.

Pin

5-2-4 EHRFE D]
Pin Retention Force

19.6N {2.0kgf} min.
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m H % las H 4
[Item] [Test Condition] [Requirement]

[E] 2 BV 5 o 1, AR S T BN TR N DR | AWG | 22 | 24 | 26 | 28 | 30

Fix the crimped terminal, apply axial pull out force on the Spec.
wire. (Do not crimp insulation part). kdf. 50(3.0(20]| 10|05

ST A Min.

5-2-5
(Crimped contact)
Note> As for unspecified wire sizes in

this specification define values with

clients
5-3. #iE{aE & H= Environmental Performance and Others.
m H % f # %
[Item] [Test Condition] [Requirement]
R DARES- AN I 10 X (3 28 4 2 BERGR 30 XK.
Repeated ' Beful BT .
5-3-1 i When mated up to 30 cycles repeatedly by the rate of] . 20 milliohms Max.
Insertion/ i Contact Resistance
10 cycles per minute.
Withdrawal
ABREEREG S, NEEHUE R BRI LT Bk e
RE, REHNERT (EIA364-70,Method 1)
W Mating connectors shall be energized at rating TN K .
5-3-2 . - . . 30°C Max.
Temperature Rise |current until thermal stability is achieved, and Temperature rise
then measured the termperature rise.
(EIA364-70,Method 1)
o AR Ttk
fiiE: 1.5mm P-P Appearance No Damage
IAj: 10~55~10 HZ in 1 minute
SR FREEIFIA]: BRflTE 2 /N el BE BT
5-3-3 e v Amplitude: 1.5mm P-P Contact 20 milliohms Max.
Vibration test |\ een time: 10~55~10 HZ in 1 minute Resistance
Duration: 2 hours in each X.Y.Z axials. (Based upon . ]
EIA-364-28B/MIL-STD-202 Method 2138 Cond.A) i 1 micro-
Discontinuity second Max.
AR Ttk
Appearance No Damage
7EX.Y.Z L 6475 |, LL 490m/s?(50g ) A1 )i T 4% P
It
yha 3 [81.490m/s?{50G}, 3 strokes in each X.Y.Z. axes.
5-3-4 At 506} Contact 20 milliohms Max.
Shock test (Based upon EIA-364-27B/MIL-STD-202 Method 213B .
Resistance
Cond.A)
1% W 1 micro-
Discontinuity second Max.
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B H % ## # %
[Item] [ Test Condition] [Requirement]
A TR
Appearance No Damage
i 85+2°C,96 hours.
5-3-5 ) £ LIEE N
Heat Resistance |(Based upon MIL-STD-202 Method 108A Cond.A)
Contact 20 milliohms Max.
Resistance
A TR
. Appearance No Damage
i FE 14 -25+5°C,96 hours. —
5-3-6 ] £ LIEE N
Cold Resistance |( Based upon EIA-364-105) .
Contact 20 milliohms Max.
Resistance
AU TR
WL E: 40+£2°C
\ . ~ (1] N
o BT
FFLLI I]: 96 hours Contact 20 milliohms Max.
537 [RATA Temperature: 40+2°C Resistance
Humidity  |Relative Humidity: 90~95% i L Must meet 5-1-3
- Dielectric
Duration: 96 hours Strength
(Based upon EIA-364-31A/MIL-STD-202 Method 103B g@g&]&ﬂ.ﬁ 500 Megohms
Cond.B) Insulation i
Resistance Min.
AU Ttk
VR EEAR LY, M-25C F4: 30 44T+ 22 +85°C K74 30 704, 7G4 5 k. Appearance No Damage
5.3-8 Temperature 5 cycles of: a) -25°C 30 minutes. -
per b) +85°C 30 minutes. B FHAT
Cydling (Based upon EIA-364-32B) Contact 20 milliohms Max.
Resistance
IR 35+£2°C, Th/KIKE 5£1% T, 2k /K51 5 24+1 /N, A TR
24+1 hours exposure to a salt spray from the 5+1% Appearance No Damage
KT % solution at 35+2°C.
539 aen . 2 L1GEND
Salt Spray (Based upon EIA-364-26B/MIL-STD-202 Method 101D
Cond.B). Contact 20 milliohms Max.
ST IE T 8821T-XSN 2 1 47 i Resistance
VEL RF& 0,
BT 1) 35 . HHRIEA 95%
RO g e 245250 oL
: . o ,
5-3-10 Solder- Soldering Time: 3~5second. Solder Wetting 95% of immersed
. 0 area must show
ability Solder Temperature: 245+5C. no voids, pin
(Based upon EIA-364-52) hoIes,
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[6.5:54 N 1 X%k 1 /1 INSERTION/WITHDRAWAL FORCE] <Connector mating force>
PIN % | #IVUAEANT1(d K AH) 30 Kkt (B /IME) PIN #¢ | HIAEAJI(HKME) 30 kiR i i (F/ME)
No. of First Insertion 30t Withdrawal No. of First Insertion 30% Withdrawal
CKT (kgf Max.) (kgf Min.) CKT (kgf Max.) (kgf Min.)
Single 1.00 0.20 09 6.50 1.20
02 3.00 0.60 10 7.00 1.40
03 3.50 0.80 11 7.50 1.40
04 4.00 0.90 12 8.00 1.60
05 4.50 0.90 13 8.50 1.60
06 5.00 1.00 14 9.00 1.80
07 5.50 1.00 15 9.50 2.00
08 6.00 1.20 16 10.00 2.60
e BLEIEHIR SN 30 Note: Insertion and Withdrawal for 30Cycles
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