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RoHS

This products can apply to the SWB Doc NO. QA-3-04-005
of Environmental&Material Management Rules

B Specifications :

¢ \/oltage rating: 100V AC/DC

e Currentrating: 1A AC/DC

¢ Withstanding voltage: 500V AC/minute
Temperature range: -25°C~+85°C

I ~ A ~—n | * Insulation resistance:2500MQ
e Contact resistance: <30mQ
* After environmental testing: <40mQ
* Material(Shell):Stainless Steel
® Suitable SWB Terminal:1008T
* Mates SWB Wafer:1008W
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R HS This products can apply to the SWB Doc NO. QA-3-04-005
o of Environmental&Material Management Rules

| ©4.00 | ©0.15+0.02 B Specifications :

*k_'_j L_'_) || Voltage rating: 100V AC / DC

Current rating: 1A AC/DC
A \) i A

Withstanding voltage: 500V AC/minute
B

Temperature range: -25°C~+85°C
Insulation resistance:2500MQ
Contact resistance: <30mQ

After environmental testing: <40mQ
¢ Wire Range:AWG#28-32

N * |nsulation O.D.:0.60mm(Max)

* Used In SWB Housing:1008H
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C ::T l C § — 7 — (@ Category: T-terminal
‘ (® Shape: Blank-ordinary

5 > (® Material: P-Phosphor bronze

~ 2 (® Plating style: VO1-All Gold-Flash

GO03-Contact Area 3u" Au Min
® Plating method:

Blank-Stamping before plating

@ Mold No./Mark/Special No.:A-A Type

4
[N
a

@) -1.00-® -—+0.750®

G
5

o
o
SECTION A-A SECTION B-B SECTIONC-C ©
SCALE 1: 1 SCALE 1 : 1 SCALE 1: 1 5
GENERAL TOLERANCE S S
B S W ek 1y o5e \_ =7 |PART NO.
X +0.30 ?‘ 7EJ—FP- (AN ? 3%#%%% ﬁ F&lA ‘;J 1008T-PXXX-A
XX £0.20 SWB CONNECTORS CO.,LTD TITLE
XXX £0.10 i
2020/03/25 B EN20200325001 Update Drawing Frame Wzbin Robing X iz APPROVAL CHECK DRAWN DATE 1.00 mm Crimp Style Connectors
PéOJECT - - UNIT |SCALE|SHEET| REV | NUMBER
DATE REV ECN NO DESCRIPTION MODIFY | APPROVAL o = Kim Huang| Jovalau | Alanqin |2016/0317 [ "1 11 | 1 | & A014
1 2 3 4 5 | 6 | 7 | 8



SWB1109
研发中心


