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 Specifications :
Voltage rating: 24V AC / DC
Current rating: 10A  AC / DC
Withstanding voltage: 1,500V AC/minute
Temperature range: -25°C~+85°C
Insulation resistance:≥500MΩ
Contact resistance: ≤10mΩ
After environmental testing：≤20mΩ

Series No
Category：H-HSG 
Welding Board Angle：F-Female housing
Row No.-Pin No.:  02-02P  
Material:  N0-PA66   94V-0
Color :  BK-Black Color

1

2

3

4

5

6002 H F -02 -N0 BK
21 3 4 5 6

6

   21.2

13.200    

7.
6

00
16.80

+0.10
-0.40

10
.8

0+
0.

0
0

-0
.4

0

7.00

9.00    8.00

3.
0

0±
0.

05

10.60±0.08

9.50

15

1716

18

19

20

21

22

23

25

24

03

02

01

06

07

08

09

04

05

13

14

12

1110

SECTION A-A
SCALE 1:1

SECTION B-B
SCALE 1:1

2
1

LZXJova  LauKiM 2016/04/11

6.00mm  PUMP  SUPERSEAL
     ASS Connector

6002HF-02-N0BK
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Series No
Category：MD-Molding 
Appearance category:02-02P
Material : LP-LCP
Plating clas: SW-Matte tin;
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 Specifications :
Voltage rating: 24V AC / DC
Current rating: 10A  AC / DC
Withstanding voltage: 1,500V AC/minute
Temperature range: -25°C~+85°C
Insulation resistance:≥500MΩ
Contact resistance: ≤10mΩ
After environmental testing：≤20mΩ
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6002MD-02-LPSW

6.00mm  PUMP  SUPERSEAL ASS Connector

2016/03/17 B Add "15" dim Joshua Tang
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  Update Drawing Frame, 
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