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This specification is referred to the 2.00mm series PIN Hearer Connector
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[1.:EHEE Scopel
IR EERE 0 4% 2.00mm Pitch 4601 Series HEET %42 24 Hk 16 8.

This Specification Covers the 2.00mm Pitch 4601 Series pin Header Connector Specification.

[2.31k% 5%} 5 Spec and Part number]

Hirk N % I kS
Specification Production No.
HE£T/ Pin header 4601WV-2*¥XX-6 TXXX-XX
HERE/ Female header 4601FV-2*XX-6TXXX-XX

[3.#1F 5Xmkt3# Disposal of Material and surface]

g A& R R E
Specification Materials Disposal of Surface
Base High Tempgrature UL 94V-0
Plastic
Header
PIN Hi4l /Brass Gold-Flash. 15u”Au. 30 u”Au
f##4F/Phosphor Bronze 50u"Ni Min

(B3RS ¥ L T E 7/ Please Refer to the Project drawing for the above Specification)

[4. HiE52 Ratings and applicable wires]

T H [Item] # # [Standard]
i 5E Mk Rated Voltage (Max.) 250V
[AC/DC]
%5 B Rated Current (Max.) 2A Max
15 FHI 6.2 Y [l Ambient temperature Range -40°C ~+105°C

[ *FHiE 55 7. Including terminal temperature rise. ]
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[5.%45 PERFORMANCE]
5-1. H/S K14 ¢ Electrical Performance.
m H % F 34 ¥
[Item] [Test Condition] [Requirement]
NEEEC S, R R 20mV BLR, B 10mA £l Initial:
BEPLE RS ANBIX. 20 m""r;h'; - Mo
5-1-1 Contact  |Mate connectors, measure by dry circuit, 20mV o
Resistance After Test:
MAX, 10mA, 20 milliohms Max.
(Based upon EIA-364-06A).
2 BERC A, A A <0 I -, a1 5 R 2 18] A
.. |500V 1) E Vi AL 25
AR Mate ElzoEnfml;:?;ojltris\UJ;—%I%§ 500V DC between
5-1-2 | Insulation ) oS, apply 1000 Megohms Min.
Resistance adjacent terminal or ground.
(Based upon EIA-364-21B / MIL-STD-202
Method 302 Cond.B)
N BEEC A, AR A 28 i 1, I 1 5 i 22 18] A
1000V A HL 1 4348 A i 42 4% et e
. . Mate connectors, apply 1000V AC for 1 minute
5-1-3 Dielectric . . No Breakdown
Strength between adjacent terminal or ground. and Elashover
(Based upon EIA-364-20A / MIL-STD-202
Method 301)

5-2. HUi K14 Mechanical Performance.

m H % #: i #%
[Item] [Test Condition] [Requirement]
# 0.5MM Square PIN DL4f4) 4
KT |05 443mm (5 m )R . Single Contact Insertion Force:
i Insertion _ 2N{0.2kgf} Max
>-2-1 & Retention Insert a 0.5MM Square PIN and withdraw Single Contact Withdrawal
Force  |Connectors at the speed rate of| Force: 0.19N{0.02kgf} Kgf Min

25.4+£3mm/minute.
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m H % # # ¥
[Item] [Test Condition] [ Requirement]
Pin header |VA%:7) 25.4+3mm f 33 % K PIN 4+ M
HREE S |Wafer a4k i f & .
2-2-2 Pin Retention |Apply axial push force at the speed rate 0.5Kgf Min
Force of 25.4+3mm/minute.
Female Header |t i 4y 25.4+3mm 1y 3 4334 T £
5.3 gHpegyy [Warer WHIRE. 0.5Kgf Min
. |Apply axial push force at the speed rate
TER Retention .
of 25.4+3mm/minute.
Force
5-3. FiEMAE & HE Environmental Performance and Others.
m H % 4 i %
[Item] [Test Condition] [Requirement]
S 1L 7 N /A S G T T R o8 B N I 1l = il R 1L e 0| I =5 2 i
5-3-1 | Temperature |5 %, Temperature | 30°C Max.
Rise Carrying rated current load. (UL 1977) rise
AN TR
Mif#:  {105+2°C,96 hours. Appearance | No Damage
5_3_2 < »
Heat | paced upon MIL-STD-202 Method 108  ZBMIL 150 Hiiohms
Resistance Cond.A) Contact Max
ond. Resistance '
AL TR
[FESS 40+5°C 96 hours. Appearan‘ce No Damage
5-3-3 Cold Pk PH BT 50 miliioh
Resistance |( Based upon EIA-364-105) Contact mifionms
. Max.
Resistance
- . AL IR
WPz 40£2°C Appearance | No Damage
21 90~95%(RH) ROBELIL | 50 milliohms
Fralp}A]: 96 hours Resistance Max.
Tk \
5-3-4 mﬂ_“ T.i Temperature: 40+2°C iy Must meet
Humidity Dielectric 5-1-3
Relative Humidity: 90~95% Strength
Duration: 96 hours 28 2% BT 1000
(Based upon EIA-364-31A/MIL-STD-202 égg:is'fat;%‘e Melgl?r?ms
Method 103B Cond.B) '
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m H % {5 # s
[Item] [ Test Condition] [ Requirement]
M-A0C F5 45 30 4 7 +105C 52 30| M . %D%‘
N earance o Damage
BRI MR TEER 5 K. PP ?
5-3-5 Tengpelrature 5 cycles of: a) -40°C 30 minutes. Bl Bt 20 miliome
ycling b) +105°C 30 minutes. Contact Vo
: X.
(Based upon EIA-364-32B) Resistance
TR
TEIRFE 3542°C, BhKIKEE 5+1% T, #hokms|  SPW
Appearance No Damage
% 48+1 /N, PP
hokmE%s | 4841 hours exposure to a salt spray
5-3-6 ‘ N
Salt Spray  |from the 5+1% solution at 35+2°C. A FE ST e
Contact 20 milliohms
(Based upon EIA-364-26B/MIL-STD-202 : Max.
Resistance
Method 101D Cond.B).
JREFEIT A 3~5 Fb. BRI 95%
PRI R 24545°C. Ik
5-3-7 Solder- Soldering Time: 3~5 d Solder Wettin 95% of
o oldering Time: second. 9| immersed area
ability  \so|der Temperature: 245+5¢C. must show no
(Based upon EIA-364-52) voids, pin holes.
JEEERS ] 3~5 Fb,
JesE b (AR REER A 260+0/-5C.
53 & fﬁfﬂé‘;fi oldering time:3ms soe sold SR IR
s oldering time: sec solder. Appearance | No Damage
ESISLanCe I tremperature:260+0/-5C.
(Based upon EIA-364-56A)
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