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ROHS This products can apply to the SWB Doc NO. QA-3-04-005 RD-1
o of Environmental&Material Management Rules B Specifications :
e Voltage rating: 125V AC / DC
. ,JK ZL,; _ e Current rating: 2A  AC / DC
e Withstanding voltage: 800V AC/minute
e Temperature range: —40°C~+105°C
N u * Insulation resistance: 2500M ()
e Contact resistance: <20mQ
il i= e After environmental testing: <40mQ
e Material(Pin): Phosphor Bronze(1506T)
| * Mates With SWB Wafer: 1506WRS. 1506WVS
[ side 1506 H M-1xXX- P TN B R O1 F
o 00 @ ® ©GOO® O
@7.50 ®c
@2 30 ®B @© Series No.
1.50£0.05@ ® Category: H—HSG
a ® Shape: M—male
/T&B ® Row No.—Pin No: 1xXX-Single Row 1x02~1X16Pin
ol | === @ A FH || & ® Plastic material: PT— PBT UL94V-0
o g . % i ® Color:  N—Natural; B—Black; R—Red; L—Blue
: | 5 sl FEYR .
0 y — @L . :\:[ @ Packing: B—Bag
4 @2 @3 RoHS/HF Code: H—Halogen—Free R—RoHS Compliant
- a 5 ® Sequence Number: O1F
A - - ——— - -
Poles AD|mens||3ons(mrr;:) Poles AIZ)lmensgns(mm)C Poles 2lmensl|30ns mmé
02 5.00 | 1.50 | 2.70 07 [12.30] 9.00 | 7.50 12 ] 19.80 [ 16.50 | 9.80
03 6.30 | 3.00 | 3.50 08 [13.80]10.50 | 9.80 13 | 21.30 | 18.00 | 11.30
04 7.80 | 450 | 4.50 09 [15.30 |12.00 | 9.80 14 | 22.80 | 19.50 | 11.30
05 9.30 [ 6.00 | 4.50 10 ]16.80 [ 13.50 | 9.80 15 | 24.30 | 21.00 | 11.30
06 [10.80 (| 7.50 | 7.50 11 |18.30 | 15.00 | 9.80 16 | 25.80 | 22.50 | 11.30
GENERAL TOLERANCE - W . S v =1 |PART NO.
X 050 REET SR ERZA R3] | 506uM—100-PTNBROTF
XX £0.30 SWB CONNECTORS CO.,LTD TITLE
2020/6/15| B EN20200615001 Update the contrast vieW FOr |y yongping| Harvey Yan s APPROVAL | CHECK | DRAWN DATE 1.5 mm Pitch Housing
PROJECT UNIT | SCALE|SHEET| REV | NUMBER
DATE | REV ECN NO. DESCRIPTION MODIFY |APPROVAL| @ £ Kim Huang |  Harvey Yan | Hu Chuang | 2019/08/16 [mm | 6.1 | 1/2 | B | A-022
1 2 3 4 5 6 7 | 8
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This products can apply to the SWB Doc NO. QA-3-04-005

N
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RD-1

i

I 1 M I
2PIN 3. 4. 6PIN 2PIN 3. 4PIN 6PIN 5. 7-16PIN
D View
C View L
7 Ej il [l | | | |
]:H I [
5. 7. 9PIN 8PIN 10. 12. 13PIN 11. 14-16PIN
GENERAL TOLERANCE e A . S v = PART NO.
X 2050 R SR EEE A TR ] | 0shM—1xxX—PTNBROTF
XX +0.30 SWB CONNECTORS CO.,LTD TITLE
- XXX +0.15 H i
2020/6/15| B EN20200615001 Update the contrast viev fOF v, yongping| Harvey Yan oy APPROVAL | CHECK | DRAWN DATE 1.5 mm Pitch Housing
PROJECT UNIT | SCALE|SHEET| REV | NUMBER
DATE | REV ECN NO. DESCRIPTION MODIFY |APPROVAL| gy = Kim Huang | Harvey Yan | Hu Chuang | 2019/08/16 [ mm | 41 | 2/2 | B | A-022
1 2 3 4 5 6 7 | 8
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Table 1

Specifications :

» Voltage rating: 125V AC / DC
¢ Currentrating: 2A AC/DC

» Withstanding voltage: 800V AC/minute

* Temperature range: -40°C~+105°C

* |nsulation resistance:2500MQ
¢ Contact resistance:<20mQ

* After environmental testing: <40mQ

* Suitable SWB Housing:1506HM
¢ Product Specification:PS-1506-01
* Packaging:see SWB drawing PK-1506

1506 T M-P XX S H-0IF

@

® Series Number

@ Category: T-terminal
® Shape:M-Male

@® Material:P-Phosphor bronze
® Plating style:See table 1

® Plating method:S-Stamping before plating
@ Mold No./Mark/Special No.: H High barrel
Sequence Number: 01F

After Plating

20@®® ®0®

RD-1

1506 TM-P41SH-01F

1506 TM-P42SH-01F

Phosphor bronze
C5191

1506 TM-P10SH-01F

AWGH#24~28
(0.08~0.22mm2)
OD=1.2Max.

Ni 40~120u"(1~3um)overal
Top plating:Bright Sn 80~200u"(2~5um)overall

Ni 40~120u"(1~3um)overal
Top plating:Matte Sn 80~200u"(2~5um)overall

Ni 40~120u"(1~3um)overal
Top plating:Glod Flash overall

1.40 1.45

P/IN

Material

Wire Size

FINISH

DIM A DIM B

GENERAL TOLERANCE

X #0.30

XX £0.20

XXX £0.10

RS R AR A R ]

SWB CONNECTORS CO.,LTD

PART NO.

1506 TM—PXXSH—-01F

X #2°

APPROVAL

CHECK

DRAWN DATE

TITLE

1.5 mm Pitch Crimp Terminal

DATE

REV ECN NO. DESCRIPTION

MODIFY

APPROVAL

PROJECT

© =

Kim

Harvey Yan

2020/08/25

JohnYang

UNIT [SCALE

SHEET| REV

NUMBER

mm 6:1

1/1 A

A-159

3

4

5

6

7

8
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ROHS This products can apply to the SWB Doc NO. QA-3-04-005 RD-1
0 of Environmental&Material Management Rules B Specifications :
E e Voltage rating: 125V AC / DC
(N=1)¥1 5 e Current rating: 2A AC / DC
770 e Withstanding voltage: 800V AC/minute
1.50 * Temperature range: —40°C~+105°C
] QI? I‘M e Insulation resistance: 2500MQ
] g ? ;ﬂ’ %9 e Contact resistance: <20m0Q
R P“Z‘I—l 4 2 j e After environmental testing: <40mQ
E = b gr * Material(Pin): Phosphor bronze
%% | | S * Mates With SWB Housing: 1506HM
~ o % 2
_ o " 1506 W V. S —IxXX—= 9T N P XX C R 001 E
1A Ty — B © 000 6 ©00Q 00 @ 0
Recommended P.C.B Layout )
Pickup ca General Tolerance+0.05 @© Series No.
D (@) Category: W—wafer
®) Connector Type: V—Straight 180°
®Mouting Type: S—SMT
| ®1.88+0.1 @D ®1.838+0.1 B Row No.—Pin No: 1xXX=Single Row 1xXXPin
®F Pickup ca @PIOSUC material: 9T-PA9T UL94V-0
/ @CoIor: N—Natural; B—Black; R—Red; L—Blue
c i XX ]| 7, > Meth moterI'OI: Pf—Phosphor bronze
> @ Plating Code: 10-FULL Gold Flash
E XD :5 A \_[® 41-Bright tin plating
o § % o Ni50u~100u Sn100~200u”
_ © % o 42—Matte tin plating
L—Iﬁx XIX r—i I Ni50u~100u Sn100~200u”
®1.50 H W WU 8.50 U @ Packing: C—Reel With CAP
B DC Pickup cap o I @ RoHS/HF Code: R—RoHS
o @ Sequence Number: 001
®|o @ Special code:F—0ther Connectors
- §
G%)"‘(ER’;LO;DSLERANCE @ 'ij:‘ %—Iﬁ 'Ig‘ ?" ﬁ%‘é% ﬁ I}E(/A\ é] IP\;)AORGTWI:I/(S{I xXX—=9TNPXXCROOTF
Al2020.10.21] B EN120201022001 Change cap dimension (9) Wang Harvey Yan |  xx 2025 SWB CONNECTORS CO..LTD TITLE
2020.02.25| A / Tnitial release / Harvey Yan ':ixizgls APPROVAL | CHECK DRAWN DATE 1.5mm Piteh Connectors(1807)
PROJECT UNIT [SCALE[SHEET| REV | NUMBER
DATE | REV ECN NO. DESCRIPTION MODIFY |APPROVAL| @ =} Kim Huang | Harvey Yan | Hu Chuan | 2020/02/25 [ | 41 | 12 | B A-082
1 2 3 4 5 6 7 8
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1 | 2 | 3 | 4 5 6 7 8
ROHS This products can apply to the SWB Doc NO. QA-3-04-005 RD-1
o of Environmental&Material Management Rules
E
E
D
] L ’ ’_F Poles Dimensions (mm)
XX A X A+0.2 B£0.2 | C£0.2 D£0.2
02 6. 25 2.65 1.50 3.75
6 9PIN 03 7.75 4.15 3.00 5.25
C 04 9.25 5. 65 4. 50 6.75
05 10. 75 7.15 6. 00 8.25
06 12. 25 8. 65 7.50 9.75
07 13.75 10. 15 9. 00 11. 25
] 08 15. 25 11.65 10. 50 12.75
09 16. 75 13.15 12. 00 14. 25
10 18. 25 14. 65 13. 50 15.75
B 11 19.75 16. 15 15.00 17. 25
12 21.25 17. 65 16. 50 18.75
13 22.75 19. 15 18. 00 20. 25
10716 PIN 14 24. 25 20. 65 19. 50 21.75
— 15 25.75 22.15 21.00 23.25
16 27.25 23. 65 22.50 24.75
GENERAL TOLERANCE e A . S v \_ =1 |PART NO.
X #0.35 'ij:‘ 7%?‘3— s ?ﬁ;}%é ﬁ FE(/A ‘;] 1506 WVS—=1xXX—=9TNPXXCROO1H
A 2020. 10. 21 B EN120201022001 Change cap dimension @ Wang Harvey Yan XX £0.25 SWB conNECTORS co.,LTD TITLE
S . ; T ; — .:ixi(;ls APPROVAL cHECK DRAWN DATE 1.5mm Pitch Connectors(180°)
PROJECT UNIT |SCALE|SHEET| REV | NUMBER
DATE REV ECN NO. DESCRIPTION MODIFY |APPROVAL| @y f—} Kim Huang | Harvey Yan | Hu Chuan | 2020/02/25 [ | 41 [ 92 | B A-082
1 2 3 4 5 6 7 8
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RoHS

This products can apply to the SWB Doc NO. QA-3-04-005
of Environmental&Material Management Rules

® 7.50

(®1.88+£0.1

®C+0.1

®1.88+0.1

®B

i

[l =7

®1.50

®OB£0.25

2.40MIN

“r —

L]

0.80MIN

3.80

Recommended P.C.B Layout

General Tolerance+0.05

©5.80

B Specifications

* Voltage rating: 125V AC / DC

e Current rating: 2A  AC / DC

e Withstanding voltage: 800V AC/minute
* Temperature range: —40°C~+105°C

e Insulation resistance: 2500MQ

e Contact resistance: <20mQ

s After environmental testing: <40mQ

* Material(Pin): Phosphor bronze

e Mates With SWB Housing: 1506HM

—1xXX~

1506 W R S
O OGO

(O Series No.
(@) Category: W—wafer
®) Connector Type: R—Right Angle 90°

@Mouting Type:
G Row No.—Pin No: 1xXX—=Single Row 1xXXPin

S—SMT

(o) Plastic material: 9T-PA9T UL94V-0

@ Color:
Metal material:

N—Natural;
P—Phosphor bronze

@ Plating Code: 10—-FULL Gold Flash

@) Packing: R—Reel and Cap

@ RoHS /HF Code:R—RoHS

@ Sequence Number: 001

@ Special code:F—0Other Connectors

41-Bright tin plating
Ni50u~100u Sn100~200u”
42—Tin plating
NiS0u~100u

Sn100~200u”

RD-1

B—Black; R—Red; L—Blue

GENERAL TOLERANCE

X #0.50

XX +0.30

@?&%ﬂ?%%’ﬁ%&%ﬂ%&ﬂ

PART NO.

1506 WRS—1xXX—9TNPXXRROO1F

SWB CoNNECTORS CO.,LTD TITLE

XXX £0.15

X.° £0.2°

APPROVAL

CHECK DRAWN DATE

1.5mm Pitch Connectors(90°)

DATE

REV

ECN NO .

DESCRIPTION

MODIFY

APPROVAL

PROJECT

© =

Kim Huang

UNIT [SCALE|SHEET

REV

NUMBER

Harvey Yan | Hu Chuan 2020/02/25

mm 1:1 1/2

A

A-000

3

4

5

6 7

8
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1 | | 3 4 5 6 7 8
ROHS [t Envronmenaiihaterial Management Rales. - —
w Poles . Dimensiogs(mm) -
{ﬁ.ql_u_ﬂ_ﬂ_iL_rf 02 6. 25 1. 50 3.75
03 7.75 3. 00 5.25
04 9. 25 4. 50 6. 75
05 10. 75 6. 00 8. 25
06 12. 25 7.50 9.75
07 13.75 9.00 11.25
08 15. 25 10. 50 12.75
09 16. 75 12. 00 14. 25
10 18. 25 13. 50 15.75
11 19. 75 15. 00 17. 25
12 21.25 16. 50 18.75
13 22.75 18. 00 20. 25
14 24. 25 19. 50 21.75
@ﬁmﬁ 15 | 25.75 | 21.00 | 23.25
{ﬁ r} 16 27. 25 22.50 24. 75
10~16 PIN
R @ RET SR EZEA RS ?Q)%-JVFI%\IS?.Tx><><—9TNP><><RROOWF
XX_+0.30 SWB CoNNECTORS CO.,LTD TITLE
:Xxi(;:s APPROVAL | CHECK DRAWN DATE 1:5mm Piteh Connectors(907)
DATE | REV ECN NO . DESCRIPTION MODIFY |APPROVAL 5OJ_% Kim Huang | Harvey Yan | HuChuan | 202002725 [, STlLE S:ZET REV N:ﬁi?
1 3 4 5 6 7 8
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