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B A-013

Specifications :
Voltage rating：250V AC / DC
Current rating：3A  AC / DC
Withstanding voltage:800V AC/minute
Temperature range：-40°C~+105°C
Insulation resistance：≥1000MΩ
Contact resistance：≤20mΩ
After environmental testing：≤30mΩ
Material(Pin)：Brass

6501 W V S-2*XX X-XX V01 XX -02

Series No.
Category：W-wafer  
Connector Type：V- Straight 180°
Mouting Type：S-SMT
Row No.-Pin No Per  Row：2*XX-2*02P~2*40P
Special No.：Blank-Ordinary
Material：6T-PA6T 94V-0 ;  9T-PA9T 94V-0 
Plating Code：V01- Gold Flash 
Color：Blank-Black Color
02-6.00/2.50/7.50
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6501WVS-2*XX-XXV01-02

2.54 mm Pin Header connectors
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6503WR-2*05Y-4TSWBKR

Pin Header 2 rows 10Pins 90° Press-Fit
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Temperature properties:
Storage temperature: -40°C ~ +90°C
Operating temperature -40°C ~ +80°C
Funktional temperature: -20°C ~+60°C

Mechanical properties
Push out force from plastic before temperature treatment:

Assembly force into PCB of each pin:<=110N
Push out force from PCB of each pin: >=20N

Electrical properties
Starting current 4.5A for 3s
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Plating:

0.4-1.5µm Sn over 0.8-1.3µm Ni
 Surface: Matt

0.15 A
For all press-in-surfaces 
of each pin (10x)

Pin completely covered by tin

Material:
Plastic: PA4T UL94V-0,Black color.
Metall: Cu-Alloy
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Electrical Properties
Starting current 4.5A for 3s
Nominel Current 650mA
Temperature properties:
Storage temperature: -40°C ~ +90°C
Operating temperature -40°C ~ +80°C
Funktional temperature: -20°C ~ +60°C
Mechanical Properties
Push our force from plastic before 
          temperature treatment: >= 10N
Assembly force into PCB of each pin: 
          <=110N (Goal to acchieve <=100N)
Push out force from PCB of each pin: >=20N
Plating:
0.4-1.5µm Sn overb 0.8-1.3µm Ni
Surface:Matte
Material:
Plastic: PA4T UL94V-0,Black color.
Metall: Cu-Alloy
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Series No.
Category：W - wafer
Connector Type：R - Right Angle 90°
Mouting Type:  Dip - Vacant Code
Row No.-Pin No:   04-4Pin
Special code: Y- fish-eye welding - free construction
Plastic material:  4T- PA4T 94V0 HF
Plating Code:  SW - Ni32~52u",Matt-Tin 16~60Uu"
Color: BK- Black; 
Packing: R - Reel;

4603 W R X- 04   Y  - 4T  SW  BK  R
1 2 3 4 5 6 7 8 9 10
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Specifications :
Voltage rating:  250V AC / DC
Current rating:  2A  AC / DC
Withstanding voltage: 500V AC/minute
Temperature range: -40°C~+105°C
Insulation resistance:≥1000MΩ
Contact resistance: ≤20mΩ
After environmental testing：≤30mΩ
Material(CAP): PA6T  Black Halogen Free
Mates With SWB 4601FX

.X     ±0.30

.XX   ±0.20

.XXX ±0.10

X.°    ±2°

Series No.
Category：W-Wafer
Connector Type: V- 180°
Mouting Type:  S-SMT
Row No.-Pin No.:  2*XX-Double Row
HF-Halogen Free
Material: 6T-PA6T 94V-0
Plating Category: V01-All Area Gold Flash; Ni 50u" Min.
Color:Blank-Black Color
C-With CAP
05-4.00/2.00/6.50
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