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1806 H F-1x02-N0 N B R 01 Q

Series No：1806
Category：H-HSG
Product Form Coding：F-Female HSG
PIN Number.:  02 Pin; 
Material ：N0-PA66
Color code：N-White natural color
Packaging Code:B-in bags
Environmental Code:R-ROHS
Fluid code:01-99
Car and non-vehicle codes:Q10
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Suitable SWB  Wafer

1806WRS-1x02-LPNB05BR001Q
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Suitable SWB Terminal

1806T-P08SH-01QNylon 66 UL 94V-01806HF-1x02-N0NBR01Q

MaterialPART N0

“★”represents special characteristics
“☆”represents critical characteristics

Specifications :
Voltage rating: 350V AC / DC
Current rating: 3.2A  AC / DC
Withstanding voltage: 1700V AC/minute
Temperature range: -40°C~+105°C
Insulation resistance:≥1000MΩ
Contact resistance: ≤10mΩ
After environmental testing：≤20mΩ

Kim Huang Kim Huang

1.80mm Pitch connector housing

Mike Chen 2019/04/26

1806HF-1x02-N0NBR01Q
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1.80mm Crimp Style Connectors

1806T-P08SX-01Q

     电镀后的收料方向

     （打线开口朝外）
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1806 T - P 08 S X - 01 Q
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Category: T - Terminal 
Material: P - Phosphor bronzc
Plating style: 08 - Ni50u~100u", Sn100~180u"
High: H - Dim A =1.60mm (AWG 24~22/
          0.205~0.326mm2)  
Low： L-Dim A=1.20mm (AWG 26/0.128mm2)
Plating method: S - Stamping Before Plating
Sequence Number: 01
Special code: Q-Automotive Connectors   

 Specifications :
Voltage rating: 350V AC / DC
Current rating:  3.2A  AC / DC
Withstanding voltage: 1700V AC/minute
Temperature range: -40°C~+105°C
Insulation resistance:≥1000MΩ
Contact resistance: ≤10mΩ
After envmental testing：≤20mΩ
“ ★ ”represent special characterical dimension 
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Specifications :
Voltage rating: 350V AC / DC
Current rating: 3.2A  AC / DC
Withstanding voltage: 1700V AC/minute
Temperature range: -40°C~+105°C
Insulation resistance:≥1000MΩ
Contact resistance: ≤10mΩ
After environmental testing：≤20mΩ
“★”represents special characteristics
“☆”represents critical characteristics

Series No.1806
Category：W-Wafer
Connector  Type:  R-Right Angle 90° 
Mouting Type:  S-SMT
Row No.-Pin No:  1x02Pin
Plastic material:  LP -LCP  94V-0
Color code : N -natural colour
Hardware：B-Brass  
Electroplating code:05-Matte Tin
Packaging code:R;
Environmental Code:R-R0HS;                       
Fluid code: 001-100;
Car code:Q.
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1806 W R S-1x02-LP N  B 05 R  R 001 Q
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1806WRS-1x02-LPNB05RR001Q

2019/06/14Mike Chen

1.80mm Pitch connector Wafer

Kim HuangKim Huang

PART N0 Material

LCP  UL 94V-0 1806HF-1x02-N0NBR01Q

Mates With SWB  Housing
    Material
(Pin&Solder tab)

Brass

Finish(Pin)

1806WRS-1x02-LPNB05RR001Q Stamping Before Plating:50u" Ni;100u"Sn
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